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the owner or operator of a fluid cata-
lytic cracking unit catalyst regen-
erator subject to §60.104(b) shall con-
duct a performance test for each suc-
cessive 24-hour period thereafter. The
daily performance tests shall be con-
ducted according to the appropriate
procedures specified under §60.106. In
the event that a sample collected under
§60.106(i) or (j) is accidentally lost or
conditions occur in which one of the
samples must be discontinued because
of forced shutdown, failure of an irre-
placeable portion of the sample train,
extreme meteorological conditions, or
other circumstances, beyond the owner
or operators’ control, compliance may
be determined using available data for
the 7-day period.

(e) Each owner or operator subject to
§60.104(b) who has demonstrated com-
pliance with one of the provisions of
§60.104(b) but a later date seeks to com-
ply with another of the provisions of
§60.104(b) shall begin conducting daily
performance tests as specified under
paragraph (d) of this section imme-
diately upon electing to become sub-
ject to one of the other provisions of
§60.104(b). The owner or operator shall
furnish the Administrator with a writ-
ten notification of the change in the
semiannual report required by
§60.107(f).

[64 FR 34030, Aug. 17, 1989, as amended at 55
FR 40178, Oct. 2, 1990; 64 FR 7466, Feb. 12, 1999;
73 FR 35867, June 24, 2008]

§60.109 Delegation of authority.

(a) In delegating implementation and
enforcement authority to a State
under section 111(c) of the Act, the au-
thorities contained in paragraph (b) of
this section shall be retained by the
Administrator and not transferred to a
State.

(b) Authorities which shall not be
delegated to States:

(1) Section 60.105(a)(13)(iii),

(2) Section 60.106(1)(12).

[564 FR 34031, Aug. 17, 1989, as amended at 55
FR 40178, Oct. 2, 1990]

§60.100a

Subpart Ja—Standards of Perform-
ance for Pefroleum Refineries
for Which Construction, Re-
construction, or Modification
g:[%r;\menced After May 14,

SOURCE: 73 FR 35867, June 24, 2008, unless
otherwise noted.

§60.100a Applicability, designation of
affected facility, and reconstruc-
tion.

(a) The provisions of this subpart
apply to the following affected facili-
ties in petroleum refineries: fluid cata-
lytic cracking units (FCCU), fluid cok-
ing units (FCU), delayed coking units,
fuel gas combustion devices (including
process heaters), flares and sulfur re-
covery bplants. The sulfur recovery
plant need not be physically located
within the boundaries of a petroleum
refinery to be an affected facility, pro-
vided it processes gases produced with-
in a petroleum refinery.

(b) Except for flares and delayed cok-
ing units, the provisions of this subpart
apply only to affected facilities under
paragraph (a) of this section which
commence construction, modification
or reconstruction after May 14, 2007.
For flares, the provisions of this sub-
part apply only to flares which com-
mence construction, modification or
reconstruction after June 24, 2008. For
the purposes of this subpart, a modi-
fication to a flare commences when a
project that includes any of the activi-
ties in paragraphs (c)(1) or (2) of this
section is commenced. For delayed
coking units, the provisions of this
subpart apply to delayed coking units
that commence construction, recon-
struction or modification on the ear-
liest of the following dates:

(1) May 14, 2007, for such activities
that involve a ‘‘delayed coking unit”
defined as follows: one or more refinery
process units in which high molecular
weight petroleum derivatives are ther-
mally cracked and petroleum coke is
produced in a series of closed, batch
system reactors;

(2) December 22, 2008, for such activi-
ties that involve a ‘‘delayed coking
unit” defined as follows: a refinery
process unit in which high molecular
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